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RFID Coin Token Tagy

Feature

»  Cost effective, Fast delivery

»  Strong lamination housing

»  Anti-collision and harsh resistant

»  Additional ABS + Epoxy for waterproof

Application

o

B
Public Transportation Industrial Automation Inventory Management

Specification
Frequency Range: 125kHz / 13.56MHz / 860~960MHz
LF: 12/25/29/30/35/40/50/52mm
Dimension: HF: 12/20/25/29/30/35/40/50/52mm
UHF: 30/35/40/50/52mm

Thickness 2.3/3/4.8/7.8mm for optional
Material: ABS, PC
Resistance: Waterproof, Harsh resistant
Attachment Method: Screw, Adhesive
Operating Temperature: -20~70°C
Storage Temperature: -20 ~ 80°C
Coding: Variable data process
Custom Logo: Silk-screen printing, Laser engrave, Debossed logo
ID Number Printing: Laser engrave
On Metal: Anti-metal layer optional
Adhesive: Ordinary adhesive sticker, 3M adhesive layer optional

The information contained on this Document is considered to be confidential material proprietary to HUAYUAN, and this information shall not be disclosed,
duplicated or copied for any purpose, Nor made available for any third party without the prior consent to HUAYUAN
HUAYUAN
ﬁ, y SHANGHAI HUAYUAN ELECTRONIC CO., LTD |517, B-BId, No. 399 Hengnan Rd, Shanghai 201112, China.

T:+86 21 5424 6151 ; F: +86 21 5424 6163, info@huayuansh.com , www.huayuansh.com -1/ 2-



mailto:info@huayuansh.com
http://www.huayuansh.com/
https://www.huayuansh.com
https://www.huayuansh.com
https://www.huayuansh.com
https://www.huayuansh.com

‘@» HUAYUAN

Dimension
- % | @ OO &
HP-D12 HP-D20 HP-D25H HP-D25 HP-D29H HP-D30
Dimension . . Dia.25 x 3.3(H) . Dia.29 x 4.5(H) .
- Dia.12 x 3.7(H) Dia.20 x 2.3(H) Dia.3 (Hole) Dia.25 x 3.3(H) Dia.5 (Hole) Dia.30 x 3(H)
Weight 0.5g 0.8g 2.5g 2.5g 3.3g 2.5g
Item
HP-D30H HP-D35H HP-D40H HP-D50H HP-D52H
Dimension Dia.30 x 2.6(H) Dia.35 x 4(H) Dia.40 x 5(H) Dia.50 x 2(H) Dia.52 x 5(H)
(in mm) Dia.3 (Hole) Dia.4 (Hole) Dia.5.5 (Hole) Dia.5 (Hole) Dia.5.7 (Hole)
Weight 3g 4g 5g l4g 11g

Additional Craft for Optional

Different Color
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Logo Pre-printed

Anti-metal Layer

Tag with Epoxy
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